WASHINGTON STATE DEPARTMENT OF TRANSPORTATION - MATERIALS LABORATORY
PO Box 47365 Olympia, WA 98504-7365/ 1655 So. 2nd Avenue Tumwater, WA 98512

BITUMINOUS SECTION TEST REPORT
TEST OF EMULSIFIED ASPHALTS

GRADE : CRS-2P

SUPPLIER: ALBINA

SHIPPER: ALBINA

DATE RECD: 08/13/2010

SR NO: 105 COUNTY :
SECTION:

WORK ORDER # 007907
TRANS. LTR.# 10836E
LAB.IDENT. # 000010836E
ASPH. LAB. # Al100759
BID ITEM. # 4.01
REGION # 43

STATE HWYS IN GRAYS HARBOR AND W JEFFERSON CO.

ORIGINAL PROPERTIES:

Saybolt Viscosity @ 122 F,

pPH
Particle

Charge

Distillation:
Residue, %

Oil %

o)

Water %

RESIDUE PROPERTIES:

Penetration @ 77 F,
Solubility in Trichloroethylene, %
Ductility @ 77 F,
Torsional Recovery %

(o)

Toughness and Tenacity

HEADQUARTERS :
Materials File
General File

REGION:OLYMPIC
Construction Engineer
Materials Engineer
PE:S. IRELAND

ALBINA
0342

T118~ T139-
T125= 1 T141-
T129- T145-1
T132-1 Tl46-
T135- T173-2
T138-1 T174-

SFS

100g/5 sec.

5cm/60 sec.

>

DATE

CERTIFICATE NO. SAMPLED
V183165 08/11/2010

RESULTS: SPECIFICATION:

136 100-400

POS POS.

68.8 65 MIN.

1.17 3 MAX.

27.0

162 100-250

23 18 MIN

Material does meet
specification requirements.
Remarks:

THOMAS E. BAKER, P.E.
Materials Engineer

By: Joseph R. DeVol f%Z;

Date 08/20/2010
Telephone 360 709-5421



